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MODEL:  SUNC-FGC7637S / SUNC-FC7897BLACK/SUNC-CLCGS/SUNC-CLCGB      

 

 

 

 

-The max fuel load： 2kg 

-When you need to touch the hot parts during cooking(like air vent), you must need to use the protective 

gloves to protect yourself. 

-The barbecue shall be heated up and the fuel kept red hot for at least 30 min prior to the first cooking.” 

-Do not cook before the fuel has a coating of ash 

-WARNING! This barbecue will become very hot, do not move it during operation  

-Do not use indoors! 

-WARNING! Do not use spirit or petrol for lighting or re-lighting!  

-Use only firelighters complying to EN 1860-3!" 

-WARNING! Keep children and pets away 

-Do not use the barbecue in a confined and/or habitable space e.g. houses, tents, caravans, motorhomes, 

boats. Danger of carbon monoxidepoisoning fatality. 
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Expanded view  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

ASSEMBLY                                                               

        

1. Cooking grid assembly                       2.  Warming rack assembly  
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3.Charcoal basket 

  *With locking and movable charcoal tank system 

 

 

 

 

 

 

 

 

 

 

   * When it has cooled down, take out the inner charcoal basket 
The ash can be cleaned easily from the ash hole 
Please put the high temperature lubricating oil on the slide rail regularly 
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4. Fat  tray  assembly 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

5. Connection for the charcoal grill and the gas grill 

 

 


